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Introduction 
 
Les solutions d'hostellerie de Lutron débutent avec le système de chambre d'hôtel polyvalent et innovant myRoom XC, qui inclut 
l'éclairage intégré, les stores et le contrôle de la température. Ce guide présente les options offertes par le système myRoom XC dans 
différents scénarios de plans d'étage, afin de s'adapter aux exigences et aux budgets de chaque projet. En explorant chaque scénario, vous 
pouvez aisément comparer et différencier les solutions de chambre d'hôtel en fonction des zones et des types de charge du projet, ainsi 
que de l'esthétique des claviers souhaitée et de l'utilisation de rideaux ou de stores dans chaque pièce. 
Nous proposons des solutions qui correspondent aux différentes fréquences, tensions et esthétiques de clavier standard sur les marchés 
mondiaux, et chaque scénario est présenté en utilisant un contrôle de charge de phase ou un contrôle de charge DALI.  
 
Les prix dans ce document sont fournis à titre informatif uniquement. Contactez Lutron pour obtenir des devis officiels sur tout devis de 
matériel. 
Le 17 juillet 2023. 
 
Le document a été modifié par Lighting control distribution afin de pouvoir être utilisé pour la Suisse avec des tarifs CHF. 
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(MQSE-4S1-D) 

 

(MQSE-4A1-D) 

(MWP-T-OHW-BL-A) 

(SMC55-MYRM) 

 

 

 

(MQSE-4A1-D) 

 

myRoom XC with Architectural Matte Palladiom Keypads Phase Load Control Alena Drapery: LUTRON 
Package lncludes 
• (11) Zones - (8) phase dimmed, (3) switched 
• (5) Black architectural matte finish for Palladiom keypads and 

(1) thermostat 
• Contact closures for window, balcony, and 3rd-party corridor 

signage 
•  Lutron-provided, low-voltage enclosure 

(OIN module enclosure not provided) 
•  lntegration (via integration device) for property management 

system (PMS) and central electronic Iock system (CELS) 

 
 
 
 

• Connection to Lutron dashboard 
• System project management and programming by Lutron 

certified hospitality technology integration (HTI) 
• Seamless integration to Lutron motorized window 

treatments 
 
Shades Details: 

• Alena pull-to-start drapery tracks 
• Tracks for blackout and sheer draperies 
• Ripplefold, center-draw, and ceiling mounted 

Sequence of Operations (SOO): 

 Unsold Check Out Sold Check ln Sold Occupied Sold Unoccupied 
 

Lights 
 

Off 
 

Grand welcome scene 
 

Entry scene 
 

Off 

 
Temperature Deep setback: hotel 

setpoint, large drift 
Setback mode: hotel 

setpoint, no drift 
Comfort mode: guest 

controlled, no drift 
Setback mode: guest 

controlled, medium drift 

Estimated Price From HTI: 6500 . -  CHF   
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(QSN-1DALUNV-D) 

(MWP-T-OHW-BL-A) 

(SMC55-MYRM) 

 

 

 

(MQSE-4S1-D) 

 

myRoom XC with Architectural Matte Palladiom Keypads DALI Load Control Alena Drapery ::: LUTRON 

Package lncludes 
• (11) Zones - (8) DALI dimmed, (3) switched 
• (5) Black architectural matte finish for Palladiom keypads 

and (1) thermostat 
• Contact closures for window, balcony, and 3rd-party 

corridor signage 
•  Lutron-provided, low-voltage enclosure 

(OIN module enclosure not provided) 
•  lntegration (via integration device) for property management 

system (PMS) and central electronic Iock system (CELS) 

 
 
 
 

• Connection to Lutron dashboard 
• System project management and programming by 

Lutron-certified hospitality technology integration (HTI) 
• Seamless integration to Lutron motorized 

window treatments 
 

Shades Details: 
• Alena pull-to-start drapery tracks 
• Tracks for blackout and sheer draperies 
• Ripplefold, center-draw, and ceiling mounted 

Sequence of Operations (SOO): 

 Unsold Check Out Sold Check ln Sold Occupied Sold Unoccupied 
 

Lights 
 

Off 
 

Grand welcome scene 
 

Entry scene 
 

Off 

 
Temperature Deep setback: hotel 

setpoint, large drift 
Setback mode: hotel 

setpoint, no drift 
Comfort mode: guest 

controlled, no drift 
Setback mode: guest 

controlled, medium drift 

Estimated Price From HTI: 6’100.- CHF   
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(MQSE-4S1-D) 

 

(MQSE-4A1-D) 

(MWP-T-OHW-WH-A) 

 

 

 

 

(MQSE-4A1-D) 

 

myRoom XC with Hospitality Pico Keypads Phase Load Control Alena Drapery ;::iLUTRON 

Package lncludes 
• (11) Zones - (8) phase dimmed, (3) switched 
• (5) Black architectural matte finish for hospitality 

Pico keypads and (1) thermostat 
• Contact closures for window, balcony, and 3rd-party 

corridor signage 
•  Lutron-provided, low-voltage enclosure (OIN module 

enclosure not provided) 
•  lntegration (via integration device) for property management 

system (PMS) and central electronic Iock system (CELS) 

 
 
 
 

• Connection to Lutron dashboard 
• System project management and programming by 

Lutron-certified hospitality technology integration (HTI) 
• Seamless integration to Lutron motorized 

window treatments 
 

Shades Details: 
• Alena pull-to-start drapery tracks 
• Tracks for blackout and sheer draperies 
• Ripplefold, center-draw, and ceiling mounted 

Sequence of Operations (SOO): 

 Unsold Check Out Sold Check ln Sold Occupied Sold Unoccupied 
 

Lights 
 

Off 
 

Grand welcome scene 
 

Entry scene 
 

Off 

 
Temperature Deep setback: hotel 

setpoint, large drift 
Setback mode: hotel 

setpoint, no drift 
Comfort mode: guest 

controlled, no drift 
Setback mode: guest 

controlled, medium drift 

Estimated Price From HTI:  5 ’600 . -CHF   
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(QSN-1DALUNV-D) 

(MWP-T-OHW-WH-A) 

(SMC55-MYRM) 

 

 

 

(MQSE-4S1-D) 

 

myRoom XC with Hospitality Pico Keypads DALI Lo ad Control Alena Drapery ;::iLUTRON 

Package lncludes 
• (11) Zones - (8) DALI dimmed, (3) switched 
• (5) White architectural matte finish for hospitality 

Pico keypads and (1) thermostat 
• Contact closures for window, balcony, and 3rd-party 

corridor signage 
•  Lutron-provided, low-voltage enclosure 

(OIN module enclosure not provided) 
•  lntegration (via integration device) for property management 

system (PMS) and central electronic Iock system (CELS) 

 
 
 
 

• Connection to Lutron dashboard 
• System project management and programming by 

Lutron-certified hospitality technology integration (HTI) 
• Seamless integration to Lutron motorized 

window treatments 
 

Shades Details: 
• Alena pull-to-start drapery tracks 
• Tracks for blackout and sheer draperies 
• Ripplefold, center-draw, and ceiling mounted 

Sequence of Operations (SOO): 

 Unsold Check Out Sold Check ln Sold Occupied Sold Unoccupied 
 

Lights 
 

Off 
 

Grand welcome scene 
 

Entry scene 
 

Off 

 
Temperature Deep setback: hotel 

setpoint, large drift 
Setback mode: hotel 

setpoint, no drift 
Comfort mode: guest 

controlled, no drift 
Setback mode: guest 

controlled, medium drift 

Estimated Price From HTI: 5’400.- CHF  
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(MQSE-4S1-D) 

(MQSE-4A1-D) 

 

(MWP-T-OHW-BL-A) 

 

 

 

 

(MQSE-4A1-D) 

 

myRoom XC with Architectural Matte Palladiom Keypads Phase Load Control ;::iLUTRON 

Package lncludes 
 

Sequence of Operations (SOO): 
• (11) Zones - (8) phase dimmed, (3) switched • lntegration (via integration device) for property management Unsold Check Out Sold Check ln Sold Occupied Sold Unoccupied 
• (5) Black architectural matte finish for Palladiom keypads system (PMS) and central electronic Iock system (CELS)  

and (1) thermostat • Connection to Lutron dashboard Lights Off Grand welcome scene Entry scene Off 
• Contact closures for window, balcony, and 3rd-party • System project management and programming by  

corridor signage Lutron-certified hospitality technology integration (HTI) 
Temperature Deep setback: hotel Setback mode: hotel Comfort mode: guest  Setback mode: guest 

setpoint, large drift  setpoint, no drift  controlled, no drift controlled, medium drift • Lutron-provided, low-voltage enclosure  
(OIN module enclosure not provided)  

Estimated Price From HTI: 3’800.- CHF 
 
 
 

 



• Dimmed zone • Switched zone 
myRoom XC Application Guide l 19 Lutron Hospitality Solution 

 

   

 

 
 -- 

 

   

 

 

 
 

 
 

 (MWP-T-OHW-BL-A) 

 
 

 

  
 

 

 

(MQSE-4S1-D) 

(QSN-1DALUNV-D) 

 

 

 

 

 

myRoom XC with Architectural Matte Palladiom Keypads DALI Load Control ;::iLUTRON 

Package lncludes 
 

Sequence of Operations (SOO): 
• (11) Zones - (8) DALI dimmed, (3) switched • lntegration (via integration device) for property management Unsold Check Out Sold Check ln Sold Occupied Sold Unoccupied 
• (5) Black architectural matte finish for Palladiom keypads system (PMS) and central electronic Iock system (CELS)  

and (1) thermostat • Connection to Lutron dashboard Lights Off Grand welcome scene Entry scene Off 
• Contact closures for window, balcony, and 3rd-party • System project management and programming by  

corridor signage Lutron-certified hospitality technology integration (HTI) 
Temperature Deep setback: hotel Setback mode: hotel Comfort mode: guest  Setback mode: guest 

setpoint, large drift  setpoint, no drift  controlled, no drift controlled, medium drift • Lutron-provided, low-voltage enclosure  
(OIN module enclosure not provided)  

Estimated Price From HTI: 3’600.- CHF  
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(MWP-T-OHW-WH-A) 

(MQSE-4S1-D) 

(MQSE-4A1-D) 

(MQSE-4A1-D) 

 

 

 

 

 

myRoom XC with Hospitality Pico Keypads Phase Load Control ;::iLUTRON 

Package lncludes 
 

Sequence of Operations (SOO): 
• (11) Zones - (8) phase dimmed, (3) switched • lntegration (via integration device) for property management Unsold Check Out Sold Check ln Sold Occupied Sold Unoccupied 
• (5) White architectural matte finish for hospitality system (PMS) and central electronic Iock system (CELS)  

Pico keypads and (1) thermostat • Connection to Lutron dashboard Lights Off Grand welcome scene Entry scene Off 
• Contact closures for window, balcony, and 3rd-party • System project management and programming by  

corridor signage Lutron-certified hospitality technology integration (HTI) 
Temperature Deep setback: hotel Setback mode: hotel Comfort mode: guest  Setback mode: guest 

setpoint, large drift  setpoint, no drift  controlled, no drift controlled, medium drift • Lutron-provided, low-voltage enclosure  
(OIN module enclosure not provided)  

Estimated Price From HTI: 3300.- CHF 
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(MQSE-4S1-D) 

(QSN-1DALUNV-D) 

 

 

 

 

 

myRoom XC with Hospitality Pico Keypads DALI  Load Control ;::iLUTRON 

Package lncludes 
 

Sequence of Operations (SOO): 
• (11) Zones - (8) DALI dimmed, (3) switched • lntegration (via integration device) for property management Unsold Check Out Sold Check ln Sold Occupied Sold Unoccupied 
• (5) White architectural matte finish for hospitality system (PMS) and central electronic Iock system (CELS)  

Pico keypads and (1) thermostat • Connection to Lutron dashboard Lights Off Grand welcome scene Entry scene Off 
• Contact closures for window, balcony, and 3rd-party • System project management and programming by  

corridor signage Lutron-certified hospitality technology integration (HTI) 
Temperature Deep setback: hotel Setback mode: hotel Comfort mode: guest  Setback mode: guest 

setpoint, large drift  setpoint, no drift  controlled, no drift controlled, medium drift • Lutron-provided, low-voltage enclosure  
(OIN module enclosure not provided)  

Estimated Price From HTI: 3’100 CHF 
 
 
 

 



 

 

https://commercial.lutron.com/us/en/whole-building-systems/myroom-xc?utm_source=appguides&utm_medium=qr&utm_campaign=lutron_hospitality_solution
https://commercial.lutron.com/us/en/whole-building-systems/myroom-xc/myroom-xc-system-controls?utm_source=appguides&utm_medium=qr&utm_campaign=lutron_hospitality_solution

